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HS SERIES SPLIT CASE PUMP

The GloTech HS series pumps are double suction,
axially split centrifugal pumps. The HS series possesses
advanced hydraulic design and industry leading
efficiency, in addition to the rugged construction and
workhorse performance you expect from your split case
pump. These pumps are engineered to move a broad
range of capacities (up to 200,000 gpm) at moderate to
high heads. The GloTech HS series is the most versatile
line of split case pumps available, offering the broadest
hydraulic range and material selection, as well as
availability in both horizontal and vertical configurations.
This makes the HS Series the best solution for the
maximum range of industries and applications.

Design Advantages. GloTech offers advanced hydraulic
designs with broad performance range and leading
efficiencies. The HS structural design has been refined to
run smoother with less vibration and noise. In addition,
customizable design features and material selections
allow for specialty applications, such as pumping high-
temperature liquids of up to 200°C.

Cost Advantages. GloTech’s high volume, specialized
China-based manufacturing results in highly cost
effective products. In addition, the HS series offers
improved pump efficiencies and NPSH requirements,
leading to long term savings on energy and maintenance
/ repair costs.

Maintenance Advantages. The HS series offers several
features designed to minimize maintenance time and
costs, such as the availability of cartridge mechanical
seals, and the ability to service the rotor assembly
without disturbing the piping or adjusting the alignment
/ clearance of parts upon re-assembly.
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TECHNICAL DATA
Pump Sizes: 3" - 32" (DN80 - 800)

Max. Flow: 200,000 gpm (45,000 m>/h)

Max. Head: 650’ (200 m)

Max. Working Pressure: 580 psi (4 mPa)

Max. Temperature: 390 °F (200 °C)

APPLICATIONS

« Municipal waterworks
« Agricultural irrigation

« Commercial buildings
« HVAC systems

« Industrial / process water
» Marine service

« Fire fighting

« Booster station

« Flood control / drainage . General service pumping

« Power plants
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1. Casing
Streamlined design. Top can be easily removed to service the
rotating assembly without disturbing any piping connections.

2. Impeller

Optimized hydraulic design enables best-in-class performance
and minimized axial thrust. Dynamically balanced to ISO 1940
grade 6.3 for smooth operation and prolonged bearing life.

3. Shaft
Heavy duty, high quality construction minimizes deflection
over time.

4. Shaft Sleeve
Reduces wear of the shaft to extend shaft and pump life.

MATERIALS
Part Typical Material Options
Casing Cast Iron / Ductile Iron / Cast Steel / 316SS / CD4MCu
Impeller Cast Iron / 304SS / 316SS / CD4MCu / Bronze
Shaft Carbon Steel / Stainless Steel
Wear Ring Cast Iron /316SS / CD4MCu / Bronze

*Specialty materials (e.g. Monel, etc.) available upon request

5. Stuffing Box
Accepts a wide range of packing and mechanical seals, includ-

ing convenient cartridge-type seals.

6. Wear Ring
Renewable wear rings prolong pump life and serve to maintain
proper impeller clearances and optimal efficiency.

7.Bearings
Brand name (SKF or NSK) bearings are used for smooth opera-

tion and long bearing life.

8. Driver
Broad variety of cost effective motors / engines are available,
customized to customer needs.




GLOTECH HS SERIES PERFORMANCE RANGE (3500 & 1750 RPM)
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*Performance of models ranging from 360 RPM to 1160 RPM available upon request

Visit us at www.glotech-corp.com

Qb GloTech Corporation

6810 Lyons Technology Parkway, Suite #130
Coconut Creek, FL 33073 U.S.A.

Phone: (954) 725-8740

Fax: (954) 725-8741

info@glotech-corp.com

©2013 GloTech Corporation



	NEW Split Case Pump Brochure Page 1
	NEW Split Case Pump Brochure Page 2 ALT
	NEW Split Case Pump Brochure Page 3
	NEW Split Case Pump Brochure Page 4

